
Deye 5kw 
Hybrid 
Inverter
- 5-Year Product Warranty 

- Max Watt 6500w 

- MPPT Voltage Range 150-425V 

- Max AC Current 25A 

- 6-time charge/discharge 240A current 

- AC Output Power 5000w 

- Number of MPPT= 1+1 

- Dimensions: 880mm x 600mm x 370mm 

- Weight: 20.5 kg

Deye 8kw Hybrid 
Inverter
-5-Year Product Warranty 

-Lead-Acid or Lithium-ion 

-Max 190A current Charge/Discharge 

-3-phase output 

-40 - 60V Battery Voltage Range 

-MPPT Voltage Range 150 V 

-Self-Adaption to BMS Charging Strategy 

-Max 10400 watt 

-Dimensions 420(w) x 670(h) x 233(d)mm 

-Weight 32KG 

-Number of MPPT = 2+2

Deye 12kw Hybrid 
Inverter
- 5-Year Product Warranty 

- Max support 16pcs parallel 

- 1.3 DC/AC Ratio 

- 3-phase output 

- 6 time charge/discharge 240A current 

- Low Battery Voltage 48v 

- Equipped with the following

   CAN port (X2). 

   BMS & Parallel. 

   RS485 Port for BMS (X1) 

   DRM Port (X1)

- Dimension 464mm × 798.4mm × 300 mm 

- Weight 48.5 kg 

Deye 16kw Hybrid 
Inverter
- 5-Year Product Warranty 

- Max DC Input Power = 20800w 

- Battery Voltage Range: 40-60V 

- 3-phase output 

- 6 time charge/discharge 290A current 

- Charging Curve: 3 Stages / Equalization 

- Equipped with the following

   CAN port (X2). 

   BMS & Parallel. 

   RS485 Port for BMS (X1) 

   DRM Port (X1)

- Dimension 798.4mm × 464mm × 300 mm 

- Weight 48.5 kg 

Product Code (SUN-5K-SG01LP-EU)

Product Code (SUN-8K-SG01LP1-EU)

Product Code (SUN-12K-SG04LP3) Product Code (SUN-16K-SG01LP1-EU)
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- 5-Year Product Warranty 
- Max DC Input Power = 65000w 
- Battery Voltage Range: 160-800V 
- 3-phase output 
- 6 time charge/discharge 100A current 
- Charging Curve: 3 Stages / Equalization 
- Equipped with the following
     CAN port (X2)
     BMS & Parallel 
     RS485 Port for BMS (X1) 
     DRM Port (X1)

- Dimension: 527mm × 894mm × 294 mm 
- Weight: 75 kg
- IP : 65 

Deye 50 kw 
Three Phase 
Hybrid Inverter

Product Code (SUN-50K-SG01HP3-EU)
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