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Utility grid E

Pure sine wave output;

2000 cycles LifePO4 battery and has a 5 years service life; The
mains input automatically tums on and activate the LifePO4
battery

The mains supply mode/battery mode can be set for flexible;
Convaniant and practical 5VDC-USB2.0;and 12VDC output port;
MPET Controller greatly improving the charging efficiency more
than 20%; '

Overcharge protection and over discharge protection for a longer
battery life;

Safe and refiable with intelligent exhaust fan control; Overload
automatic protection and alarms including AC output overload
protection, short-circuit protection. Etc;
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TECHNICAL DATA

KL-1000W KL-1500W KL-2000W

Battery Voltage 25.6V

Inverter

Input Frequency 45-65Hz

Output Frequency 50/60Hz

2000 times D.0.D 80%,; 2000 times D.O.D 80%; 2000 times D.O.D 80%;

Specification Of Built-in LifePO4 Battery ~ BS1P;Standard 8S1P;Standard 8S1P;Standard
discharge current 50A | discharge current 100A | discharge current 1004

820W

Max,. PV Power

Rated Charge Current 30A(MPPT)

DC Output

Low Voltage Recovery Voltage

5VDC USB Output 2 pieces USB2.0 5VDC2.4A(Max)

PHYSICAL

Temperature control by intelligent exhaust fan

| 497282*440mm




